
Model No.: F0055

aireRyder  ORIGINAL  CEILING FAN  LIMITED  LIFETIME WARRANTY

The limited lifetime warranty covers this ceiling fan, for residential use by the original purchaser, against defects in 
material or workmanship as follows:

If your aireRyder Ceiling Fan motor fails at any time during the lifetime of the original purchaser due to defects in 
material or workmanship, we will provide a replacement part free of charge.

If your Fan motor fails at any time within one year after the original date of sale to the original purchaser due to defects 
in material or workmanship, we will provide labor to repair the defect, with the exception of take down/reinstallation, 
free of charge.  The original purchaser will be responsible for all labor costs after this one year period.

If no replacement parts are provided for any part of your Fan motor that fails at any time during your lifetime due to 
defects in material or workmanship, we will refund the original purchase price of your Fan.

If your Fan blades, reverse switch, or any accessory, except glass globes and light bulbs, fails at any
time within one year after the original date of purchase due to a defect in material and workmanship, we will repair or, if
we choose, replace the defective blades, switch, or accessory free of charge, with the exception of take 
down/reinstallation services.

If the original purchaser ceases to own the Fan, this warranty and any implied warranty, including but not limited to any 
implied warranty of merchantability or fitness for a particular purpose, become void. This warranty and any implied 
warranty, including but not limited to any implied warranty of merchantability or fitness for a particular purpose, do not 
cover glass globes, light bulbs, or finish on any metal portions of the Fan.

This warranty is in lieu of express warranties. The duration of any implied warranty of merchantability or fitness for a 
particular purpose,  with respect to any aireRyder Ceiling Fan motor, blades, switch, or accessories, is expressly 
limited to the period of the express warranty set forth above for such motor, blades, switch, or accessories.

This warranty excludes defects, malfunctions, or failures of any aireRyder Ceiling Fan that are caused by repairs by 
persons not authorized by us, use of parts or accessories not authorized by us, mishandling, improper installation, 
modifications or damage to the Fan while in your possession, or unreasonable use, including failure to provide 
necessary maintenance.

In no event shall aireRyder Fan be liable for consequential or incidental damages.

Some states do not allow the exclusion or limitation of consequential or incidental damages, in which case the above 
limitation or exclusion may not apply. 

This warranty gives you specific legal rights and you may also have other rights which vary from state to state.

LIMITED LIFETIME WARRANTY
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Big Rubber Sheath
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  BEFORE YOU BEGIN INSTALLATION, CAREFULLY READ ALL INFORMATION PROVIDED IN  THE SAFETY 
  INSTRUCTIONS AND INSTALLATION INSTRUCTIONS. IF IN DOUBT, CONSULT A QUALIFIED 
  ELECTRICIAN.
  SAVE ALL INSTRUCTIONS.

Thread the motor wires through the
Downrod Stand Cover, Canopy,
Downrod and Big Rubber Sheath.

Tighten the two Collar Screws. 
Slide Lock Pin into Hanger
Pin until it is locked into position.   
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Move Ground Wires (a), Outlet Box wires (b), and
Motor Wires (c) away from the center of the Hanger
Bracket. Then slide Receiver through Hanger
Bracket as shown, Antenna end first, until it is
centered. Finally, cut Motor Wires (c) to length
needed for connections.       

 
There is a code switch in the transmitter and 
receiver. This "DIP Switch" is a 4 key units 
(Fig.8). All keys were set at "ON" position in 
the beginning. Set the keys to a different 
code. Make sure the same numbered keys 
are switched "ON" for both DIP switches 
(Fig.8a). If the remote controlled fans are 
installed than one or the frequency is 
interfered, the fan may function abnormally. 

Code example:
1-ON  2-OFF  3-ON  4-OFF on both DIP
Switches.
Note: If you have two ceiling fans with 2
remote control units, set 2 different 
codes for each set of transmitter / Receiver. 

Fig. 8

Antenna

DIP Switch

Transmitter

Receiver

Fig.8a

Fig.11

Safety Cable Hook

Safety
Cable

Hang the safety cable into the safety cable hook.

Fig.10

Hanger
Bracket

Hanger
Ball

Receiver

1. 4. 5.

6.

2.3.

Antenna:
DO NOT CUT
OR SPLICE

Make wire connections:
1) The Motor white wire to the white "To Motor N" wire from 
     Receiver with a wire connector.
2) The Motor black wire to the black "To Motor L" wire from 
     Receiver with a wire connector.
3) The Motor blue wire to the blue "For Light" wire from 
     Receiver with a wire connector.
4) The white wire from Outlet Box to the white "AC in N" wire 
     from Receiver  with a wire connector.
5) The black (hot) wire from Outlet Box to the black "AC in L" wire 
     from Receiver with a wire connector.
6) The ground wire from Outlet Box to the green ground wire 
     from the Hanger Ball and the green ground wire from the 
     Hanger Bracket with a wire connector.

Make sure all of wire connectors are connected firmly.

*** Tuck all wire connectors and wires carefully up into the
Outlet Box.

Fig. 9

Antenna

Receiver

Hanger Bracket

a. b.

c.
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